
 Tactical Hand Held Multi Functional
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APPLICATIONS
• Multi rotor platforms
• Fix wing platforms
• Photogrammetry 

BENEFITS
• Jam / Spoof Proof operation
• Safety 
• SWAP design
• Simple integration



 LYNX Is a tactical day/night targeting and augmentation system for the fighting commanders,
  .enhancing situational awareness and CAT I targeting
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SPECIFICATIONS
APPLICATIONS
• Multi rotor platforms
• Fix wing platforms
• Photogrammetry  intelligence

BENEFITS
• Jam / Spoof Proof operation
• Safety  mission robustness
• SWAP design
• Simple integration

SPECIFICATIONS

Day Sensor
CMOS, Color
1280x720p
HFOV 82 deg

Night Sensor
Thermal, Uncooled
LWIR 640X512, 12μ
HFOV  deg

Size
L x W x H 

Weight

Power input
DC12V-36V

Consumption
~0.5A@12VDC (~ 6W)

Interface
2X UART / LAN 10/100

Data Interface
NMEA / MavLink

Storage
Micro SD
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APPLICATIONS
 Multi rotor platforms
 Fix wing platforms
 Photogrammetry  intelligence

 Jam / Spoof Proof operation
 mission robustness

 Simple integration
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•Enhances situational awareness 
•Reduces cognitive load
•AI based ATR & CAT I targeting
•Networked target acquisition
•Complete C4I connectivity (video+data)
•Versatile and modular system
•Secured wireless communication
•Lightweight, compact, and robust

<26.5oz/ 750g <28oz/ 800g

16850 rechargeable Li-ion

BMS entities - positions & polygons

Class 1, 1000m, 1m Accuracy

KEY BENEFITS

HFOV 12.5˚

LYNX TA LYNX AFS

HFOV 20˚/ 22˚

Class 1, 5000m, 1m Accuracy

Color Micro Display SXGA 1280*1024

5Mp Color CMOS. X8 digital zoom

6DOF IMU 3 axis Mag GNSS Optional

10,100,1000 LAN, USB ,serial secured USB

LYNX TA Recognition
LYNX TA Detection

LYNX AFS Recognition
LYNX AFS Detection

DETECTION & RECOGNITION RANGES

 TECHNICAL SPECIFICATIONS

  LYNX TA LYNX AFS
  Thermal Camera   LWIR 384X288/640X512, 12µ LWIR 640X512, 12 µ

  HFOV 20° / HFOV 22° HFOV 12.5°

  Day camera 5Mp Color CMOS, X8 digital zoom

Color Micro Display SXGA 1280X1024

16850 rechargeavle Li-ion

BMS entities – positions and polygons 

  Sensor to shooter Machine Vision / AR / target acquisition

6 DOF IMU, 3 axis Mag, GNSS, Optional

  Class 1, 1000m, 1m Accuracy Class 1, 5000m, 1m Accuracy

  Connectivity 10,100,1000 LAN, USB, Serial, Optional – WiFi, BT, LTE

   <750 g <850g

Tactical to Medium range uncooled HHTI for networked situation awareness and �re support.

LYNX has powerful machine vision algorithms, coupled with high-end inertial sensors fusion which generates accurate 

and robust tactical augmentation of relevant BMS data. This enables fast targets recognition and networked target 

acquisition with minimal cognitive load.

11 Amal st. Rosh-Ha'Ain 48092 P.O.B 11820, Israel

info@asiotech.com • www.asiotech.com

LYNX AR Recognition

LYNX AR Detection

LYNX AFS Recognition

LYNX ASF Detection

This publications is for general information only, Asio Technologies reserves the right to alter the product speci�cations without prior notice

LYNX Is a tactical day/night targeting and augmentation system for the fighting commanders, 
enhancing situational awareness and CAT I targeting.  


